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The CP LED canopy light is an ideal solution for illuminating parking garages, storage areas, stairwells, and 
other applications requiring A low-profile luminaire that can be surface or pendant mounted. With a die cast 
aluminum housing and a polycarbonate lens, the CP will stand up to many years of punishing environmental 
conditions. High-efficacy, long-life LEDs provide both energy and maintenance cost savings compared to 
traditional canopy lights with HID, fluorescent or incandescent lamps. 

 LED Canopy Luminaires

 Prefix: CP

WARRANTY & LISTINGS:

 Contact factory for other color temperatures and lumen packages           ** L70 hours are IES TM-21-11 calculated hours.            

1/2RENOVA Lighting Systems Inc. | 36 Bellair Avenue, Warwick, RI 02886 | 800.635.6682 | renova.com | ©2017 RENOVA Lighting Systems Inc.

Dimensions

BEST LIGHTING PRODUCTS • 1213 ETNA PARKWAY, PATASKALA OH 43062 • 740-964-1198 • www.bestlighting.net 
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Color Temperature 

5K = 5000k 

5K = 5000k 

Luminaire Lumens 

4,948 

9,548 

Luminaire Watts Lumens Per Watt 

112 

120 

45W & 80W LED Canopy Luminaires 
 LED  
Canopy Luminaires
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CP -   LED Canopy Luminaire

CP

MODEL Lumen Output
Selectable

Kelvin Selectable

12L - 12,000,10,000/8,000/
6,000 lms/3000lms

Driver
Voltage

Blank - 120-277V

Housing
Color

WH - White 

BR - Bronze
LFKS- 3000k/4000k/
5000k 

Occupancy1

Sensor

ODS - Microwave

Blank- No Sensor

▪ Field selectable 3000k (warm white), 4000k (neutral white), and 5000k (cool 
white) color temperatures.*
▪ Long-life LEDs provide 149,000 hours of operation with at least 70% of initial 
lumen output (L70), and 44,000 hours with at least 90% of initial lumen output 
(L90).**
▪ LED chromaticity based on < 6-step ANSI quadrangles.
▪ LED color maintenance < 0.002 chromaticity shift (Δu’v’) over the initial 6,000 
hours of operation.
▪ CP-10L-LKFS provides a range of 6,800 to 10,500 nominal lumens.*
▪ Universal 120-277 AC voltage (50-60Hz) is standard.
▪ 0-10vdc dimming drivers are standard.
▪ Mounting options include surface-mounting and pendant-mounting
using ¾” electrical conduit.
▪ Optional occupancy/daylight sensor provides both on/off and dimming 
functions.
▪ Power factor > 0.90.
▪ Total harmonic distortion < 20%.
▪ Color rendering index > 80.
▪ Die cast aluminum housing with dark bronze or white powder coat finish.
▪ Polycarbonate lens.
▪ Easy installation in new construction or retrofit.

FEATURES:
▪ cULus listed for wet locations in 
ambient temperatures from -40°C
to 40°C (-40°F to 104°F).
▪ IP65 rated for ingress protection.
▪ Lens is IK08 rated for impact.
▪ DLC premium approved for Fuel 
Pump and Parking Garage
categories.
▪ Complies with FCC Part 15, class B.
▪ Complies with IEC/EN61000-4-5, 
input transient surge immunity
protection (4kV).
▪ 5-year warranty on all electronics 
and housing.

Options:
MWAVEDHS-REM
- Senosr remote
(sold Seperately)

12L LFKS
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